
Preliminary Plan - Subject to change



Preliminary Plan - Subject to change



DN

1

DN

1

DN

1

DN

2

DN

2

DN

3

DN

4

DN

1

S
IT

E
 P

L
A

N
 R

E
V

IE
W

ISSUE DATE

04-04-13

D1.0

CD

M
in

n
ea

p
o

li
s,

 M
in

n
es

o
ta

  
5

5
4

0
6

D
r.

 J
ak

u
b

as
 D

en
ta

l 
O

ff
ic

e
B

U
IL

D
IN

G
 R

E
N

O
V

A
T

IO
N

 &
 A

D
D

IT
IO

N

4
5

5
4

 M
in

n
eh

ah
a 

A
v

en
u

e

P
R

E
L

IM
IN

A
R

Y

D
E

M
O

L
IT

IO
N

 P
L

A
N

CD

0
4
-0

4
-1

3

PLAN
NORTH

DN

1

SECTION 024100
By Contractor
 Sawcut masonry

 Lintel bearing height =

 See structural for lintel size and notes.

IT IS THE RESPONSIBILITY OF THE OWNER TO INFORM THE
CONTRACTOR OF THE PRESENCE OF HAZARDOUS MATERIALS ON SITE.

1.

THE ARCHITECT DOES NOT PROVIDE SERVICES RELATED TO
HAZARDOUS MATERIALS.

2.

IF HAZARDOUS MATERIALS ARE ENCOUNTERED DURING DEMOLITION
OPERATIONS, COMPLY WITH APPLICABLE REGULATIONS, LAWS AND
ORDINANCES CONCERNING REMOVAL, HANDLING AND PROTECTION
AGAINST EXPOSURE OR ENVIRONMENTAL POLLUTION.

3.

MAINTAIN EXIT PATHS DURING DEMOLITION.1.

CONSTRUCT DUST PROOF PARTITIONS TO PROTECT AREAS WHERE
DEMOLITION IS NOT REQUIRED.

2.

SALVAGE ITEMS: REMOVE AND PLACE IN OWNER'S STORAGE.
ITEMS THAT CAN BE REUSED IN THIS PROJECT OR FUTURE
RENOVATION.
- ITEMS TAGGED BY OWNER

3.

CONFIRM WITH OWNER ITEMS TO BE SALVAGED PRIOR TO
DEMOLITION.  IDENTIFY A LOCATION ON SITE WHERE SALVAGED
ITEMS CAN BE SAFELY STORED.

4.

COORDINATE DEMOLITION WITH DESIGN BUILD MECHANICAL &
ELECTRICAL SUBCONTRACTORS.  IDENTIFY AREAS WHERE
MECHANICAL & ELECTRICAL WORK REQUIRES DEMOLITION.

5.

DN

2

SECTION 024100
By Contractor

 Remove door, frame and associated hardware.

DN

3

SECTION 024100
By Contractor

 Remove existing aluminum doors & frame.

 Salvage for relocation.

DN

4

SECTION 024100
By Contractor

 Remove existing window.

 Remove exterior wall as required to provide rough

opening for relocated entrance doors & frame.Preliminary Plan - Subject to change
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INTERIOR PACKAGE
All interior non-bearing partitions, custom
casework, fixtures, and finishes.
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CONCRETE(CMU) INFILL
By Contractor

 Infill opening with CMU, see structural.

PN

2

LINTEL
By Contractor

 Provide lintel at new masonry opening.

 Lintel bearing height =

 See structural for lintel size & notes.

PN
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SECTION 061053
By Contractor

 Interior bearing/shear wall, see structural.

PN
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SECTION 061053
By Contractor
 Wood beam, see structural.

PN

5

SECTION 061053
By Contractor
 Wood column, see structural.

PN

6

SECTION 084113
By Contractor

 Provide new glass to match existing.

 Modify aluminum frame as required.

PN

7

SECTION 061053, 084113
By Contractor

 Provide rough opening for new entrance.

 Reuse salvaged aluminum doors & frame.

1. ALL INTERIOR PARTITIONS, CUSTOM CASEWORK AND

FINISHES ARE IN PACKAGE 2.

INTERIOR PKG
INTERIOR NON-BEARING PARTITION

- 3 5
8 INCH METAL STUDS

- 24 INCHES ON CENTER

- 5
8 INCH GYPSUM BOARD BOTH SIDES

INTERIOR PKG
INTERIOR NON-BEARING PARTITION

- SEE A1.0, NUMBERED NOTE PN/6

RATED EXTERIOR WALL 1-HOUR
- EIFS SYSTEM

- 1
2 INCH GYPSUM SHEATHING

- SHEATHING, SEE STRUCTURAL
- WOOD STUDS, SEE STRUCTURAL
- BATT INSULATION
- VAPOR RETARDER

- 5
8 INCH GYPSUM BOARD

INTERIOR PKG
INTERIOR NON-BEARING PARTITION 1-HR

- 3 5
8 INCH METAL STUDS

- 24 INCHES ON CENTER

- 5
8 INCH TYPE X GYPSUM BOARD BOTH SIDES

INTERIOR NON-RATED BEARING/SHEAR WALL

- 2X6 WOOD STUDS

- 5
8 INCH GYPSUM BOARD EACH SIDE

CONCRETE INFILL
-CMU, SEE STRUCTURAL

EXISTING WALL

NON-RATED EXTERIOR WALL
- EIFS SYSTEM
- SHEATHING, SEE STRUCTURAL
- WOOD STUDS, SEE STRUCTURAL
- BATT INSULATION
- VAPOR RETARDER

- 5
8 INCH GYPSUM BOARD

SEATING AREA

SERVER CLOSET

BUSINESS OFFICE

VESTIBULE

OFFICE/CONSULT

HALLWAY

STAFF

RECEPTIONIST

CLOSET

EXISTING RESTROOM

TREATMENT

STERILE

HYGIENE

PAN

HYGIENE

MEDICAL GAS

MECH./UTILITY

RESTROOM

HALLWAY

LAB

TREATMENT

HALLWAY

TREATMENT

TREATMENT

STAFF ENTRANCE STORAGE

Preliminary Plan - Subject to change



Top Chord of Roof Trusses

Sloped 1 2 inch per foot for drainage

Top Chord of Roof Trusses

Sloped 1 2 inch per foot for drainage
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SECTION 075323

 EPDM roofing system

 Roof sheathing - see structural
 Wood roof trusses - see structural

RN
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RN

2

SECTION 075323

 Insulation thickness 4.0 inches

SECTION 075323

 Prefinished metal gutter & downspout

SECTION 075323

 Insulation: Polyisocyanurate, 4 inches

 R-value: 25

 MN Energy Code prescriptive minimum R-23 for

continuous insulation(c.i.) above deck.

RN
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Preliminary Plan - Subject to change



J A K U B A S    D E N T A L    C L I N I C

Existing Entrance Framing & EIFS Wall Finish

EXISTING SOFFIT

12'-8"
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Existing Sloped Canopy to Remain
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Existing Entrance Framing & EIFS Wall Finish - Angled Proposed Addition

MATCH SOFFIT

EN

4

EN

6

EN

7
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5

WINDOW HEAD
7'-2"

WINDOW SILL
2'-5 1/2"

EN

9

2

A5.0

3

A5.0

4

A5.0

1

A4.0

1

A5.0

TOP OF SLAB

830.54' = 0'-0"

832.0'
X

X830.5'X

830.5'

TOP OF FOOTING

828.54'

MATCH EXISTING

TOP OF FOOTING

STEP FOOTING AS
REQUIRED

Existing Sloped Canopy
to Remain

ROOF PEAK

SLOPED

EN

10

EN

12

EN

11

EN

11

Existing - AngledProposed Addition (Fire-Rated Exterior Wall This Side)

EN

5

MATCH SOFFIT

WINDOW HEAD
7'-2"

WINDOW SILL
2'-5 1/2"

EN

8

EN

7

EN

11

2

A5.1

1

A5.1

832.0'

X

832.0'

X

832.1'
HIGH PT.

X

TOP OF SLAB

830.54' = 0'-0"

Wall Area = 335sf, Glass Block Area = 75sf ; Openings 22.4% < 25% Total Wall Area

EN

12

MATCH SOFFIT

Proposed Addition

JOINT
7'-2"

EN

10

EN

5

EN

9

1

A4.0

TOP OF SLAB

830.54' = 0'-0"

832.0' X

X 831.0'

TOP OF FOOTING

828.54'

STEP FOOTING AS
REQUIRED

MATCH EXISTING

TOP OF FOOTING

ROOF PEAK

SLOPED
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SECTION 024100

- Remove existing doors & frames

- Replace with glass to match existing.

- Modify frame as required.

SECTION 084113
- Reuse salvaged doors & frame.

EN

3
SECTION 024100

- Remove existing fabric awning.

- Provide new fabric awning.

EN

4
SECTION 084113

- Entrance framing, match existing.

EN

5
SECTION 092400

- Stucco wall finish

EN

6
SECTION 076200

- Prefinished metal sill flashing.

  PM-2

EN

7

EN

8

SECTION 076200

- Prefinished metal roof edge.

  PM-1

EN

9

SECTION 042300
- Glass block.

SECTION 092400

- Control joint at inside corner.

EXTERIOR MATERIAL & FINISH SCHEDULE

ROOFING EPDM ROOFING SYSTEM

ROOF EDGE PREFINISHED METAL

PM-1

GUTTERS PREFINISHED METAL
PM-1

DOWNSPOUTS PREFINISHED METAL

PM-2

STUCCO COLOR: MATCH EXISTING EIFS COLOR

WINDOW SILL FLASHING PREFINISHED METAL

PM-2

ALUMINUM ENTRANCE
FRAMING

PREFINISHED METAL
COLOR: MATCH EXISTING

GLASS AT ENTRANCE
FRAMING

INSULATED, CLEAR

STAFF/SERVICE
DOOR & FRAME

INSULATED STEEL
COLOR: PAINT TO MATCH EXISTING CONCRETE BLOCK

PREFINISHED METAL PM-1: ALUMAKLAD/COLORKLAD
MEDIUM(ROMAN)BRONZE

PREFINISHED METAL PM-2: ALUMAKLAD/COLORKLAD
SIERRA TAN

AWNING FABRIC AWNING BY OWNER'S SIGN DESIGNER

REFUSE ENCLOSURE EXISTING FENCE TYPE ENCLOSURE
WOOD POSTS AND PICKETS

EN

10
SECTION 076200

- Prefinished metal gutter.

  PM-1

EN

11
SECTION 076200

- Prefinished metal downspout.

  PM-2

EN

12
SECTION 076200

- Prefinished metal flashing.

  PM-2

Preliminary Plan - Subject to change




