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NOTE TO CONTRACTOR:
 THE EROSION CONTROL PLAN SHEETS ALONG WITH THE REST OF THE SWPPP

MUST BE KEPT ONSITE UNTIL THE NOTICE OF TERMINATION IS FILED WITH THE
MPCA, THE CONTRACTOR MUST UPDATE THE SWPPP, INCLUDING THE EROSION
CONTROL PLAN SHEETS AS NECESSARY TO INCLUDE ADDITIONAL
REQUIREMENTS, SUCH AS ADDITIONAL OR MODIFIED BMPS DESIGNED TO
CORRECT PROBLEMS IDENTIFIED. AFTER FILING THE NOTICE OF TERMINATION,
THE SWPPP, INCLUDING THE EROSION CONTROL PLAN SHEETS, AND ALL
REVISIONS TO IT MUST BE SUBMITTED TO THE OWNER, TO BE KEPT ON FILE IN
ACCORDANCE WITH THE RECORD RETENTION REQUIREMENTS DESCRIBED IN
THE SWPPP NARRATIVE.

 FOR SURVEY INFORMATION REFER TO TOPOGRAPHIC SURVEY BY MFRA LAND
SURVEY DATED 20 APRIL 2009.

                    
GENERAL NOTE:
 CONSTRUCTION STAGING - COORDINATE CONSTRUCTION TO MINIMIZE

IMPACTS AND SAFETY CONCERNS WITH ADJACENT CITY STREETS. SITUATE
STAGING AND STOCKPILE AREAS NEAR WORK ACTIVITIES, SO CITY STREETS
DON'T NEED TO BE CROSSED. THUS, AVOID HAVING A STAGING AREA NORTH
OF 4TH AVE. SW.

1.  CONTRACTOR MUST NOTIFY CITY OF MINNEAPOLIS ENGINEERING AND DESIGN (612-673-2406) 48 HOURS PRIOR TO ANY
LAND DISTURBANCES. FAILURE TO DO SO MAY RESULT IN THE REVOCATION OF PERMIT AND A STOP WORK ORDER  BEING
ISSUED.

2.  INSTALL SILT FENCE AT THE LOCATIONS SHOWN ON THE PLANS PRIOR TO  BEGINNING CONSTRUCTION.  INSTALL SILT
FENCE WITH POST SPACING OF 4 FEET OR LESS, 2 FEET INTO THE GROUND. ANCHOR THE SILT FENCE FABRIC IN A
TRENCH (AT LEAST 6 INCHES DEEP AND 6 INCHES WIDE) DUG ON THE  UP SLOPE SIDE OF THE SUPPORT POSTS.

3.  BEFORE BEGINNING CONSTRUCTION, INSTALL A TEMPORARY ROCK CONSTRUCTION ENTRANCE AT EACH POINT WHERE
VEHICLES EXIT THE CONSTRUCTION SITE.  USE 3 INCH OR GREATER DIAMETER ROCK IN A LAYER AT LEAST 6 INCHES
THICK ACROSS THE ENTIRE WIDTH OF THE ENTRANCE. EXTEND THE ROCK ENTRANCE AT LEAST 50 FEET INTO THE
CONSTRUCTION ZONE. USE A GEOTEXTILE FABRIC BENEATH THE AGGREGATE IN ORDER TO PREVENT MIGRATION OF SOIL
INTO THE ROCK FROM BELOW.

4.  REMOVE ALL SOILS AND SEDIMENTS TRACKED OR OTHERWISE DEPOSITED ONTO PUBLIC AND PRIVATE PAVEMENT AREAS.
REMOVAL SHALL BE ON A DAILY BASIS  WHEN TRACKING OCCURS. ADDITIONAL SWEEPING MAY BE ORDERED BY OWNER
AT ANY TIME IF CONDITIONS WARRANT. SWEEPING SHALL BE MAINTAINED  THROUGHOUT THE DURATION OF THE
CONSTRUCTION AND DONE IN A MANNER TO PREVENT DUST BEING BLOWN TO ADJACENT PROPERTIES.

5.  INSTALL INLET PROTECTION AT ALL PUBLIC AND PRIVATE CATCH BASIN INLETS, WHICH RECEIVE RUNOFF FROM THE
DISTURBED AREAS. CATCH BASIN INSERTS IN UNDISTURBED AREAS WITH STAKED SILT FENCE IN AREAS IS THE BEST
OPTION.  NOTE: HAY BALES OR FABRIC UNDER GRATES ARE NOT EFFECTIVE OR  AN ACCEPTABLE FOR OF INLET
PROTECTION.

6.  LOCATE SOIL OR DIRT STOCKPILES NO LESS THEN 25 FEET FROM ANY PUBLIC OR PRIVATE ROADWAY OR DRAINAGE
CHANNEL.  IF REMAINING FOR MORE THAN SEVEN DAYS, STABILIZE THE STOCKPILES BY MULCHING, VEGETATIVE COVER,
TARPS, OR OTHER MEANS. CONTROL EROSION FROM ALL STOCKPILES BY  PLACING SILT FENCE BARRIERS AROUND
PILES. TEMPORARY STOCKPILES  LOCATED ON PAVED SURFACE MUST BE NO LESS THAN TWO FEET FROM THE
DRAINAGE/GUTTER LINE AND SHALL BE COVERED IF LEFT MORE THE 24 HOURS.

7.  MAINTAIN ALL TEMPORARY EROSION AND SEDIMENT CONTROL DEVICES IN     PLACE UNTIL THE CONTRIBUTING DRAINAGE
AREA HAS BEEN STABILIZED.  INSPECT ALL TEMPORARY EROSION AND SEDIMENT CONTROL DEVICES ON A DAILY BASIS.
AND REPLACE DETERIORATED, DAMAGED, OR ROTTED EROSION CONTROL DEVICES IMMEDIATELY.

8.  TEMPORARILY OR PERMANENTLY STABILIZE ALL DENUDED AREAS WHICH HAVE
    BEEN FINISH-GRADED, AND ALL DENUDED AREAS IN WHICH GRADING OR SITE
    BUILDING CONSTRUCTION OPERATIONS ARE NOT ACTIVELY UNDERWAY AGAINST
    EROSION DUE TO RAIN, WIND AND RUNNING WATER WITHIN 14 DAYS.  USE
    SEEDING AND MULCHING, EROSION CONTROL MATTING, AND/OR SODDING AND
    STAKING IN GREEN SPACE AREAS.  USE EARLY APPLICATION OF GRAVEL BASE
    ON AREAS TO BE PAVED.

9.  REMOVE ALL TEMPORARY SYNTHETIC, STRUCTURAL, NON-BIODEGRADABLE
    EROSION AND SEDIMENT CONTROL DEVICES AFTER THE SITE HAS UNDERGONE     FINAL STABILIZATION.

                      
REFER TO SHEET C1.0 FOR GRADING PLAN
REFER TO SHEET C2.0 FOR PAVEMENT AND SPOT ELEVATIONS.
REFER TO SHEET C4.0 FOR STORM SEWER PLANS.  REFER TO
SHEET L1.0 FOR TURF AND LANDSCAPE PLANS

                    
CITY OF MINNEAPOLIS ENGINEERING AND DESIGN
STANDARD EROSION CONTROL NOTES :

                    
READY MIX CONCRETE TRUCK AND BATCH PLANT
WASH-OUT WATER:
1. CONTRACTOR IS RESPONSIBLE FOR CONTROLLING AND TREATING WASH-OUT

WATER WITH IN THE PROPERTY BOUNDARIES OF THE PROJECT SITE.

2. WASHOUT SHALL NOT FLOW OFF THE SITE AND INTO THE PUBLIC
RIGHT-OF-WAY OR STORM SEWERS.

3. THE CONTRACTOR SHALL PROVIDE METHODS TO CONTROL AND TREAT
WASH-OUT WATER.

4. THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS OF THE METHODS TO BE
USED TO CONTROL AND TREAT WASH-OUT WATER TO THE OWNER FOR
REVIEW AND APPROVALS.

                    
GENERAL EROSION CONTROL AND SEQUENCE
NOTES:

1.  OBTAIN EROSION AND SEDIMENTATION CONTROL PERMIT FROM THE CITY OF
    MINNEAPOLIS DIRECTOR OF INSPECTIONS.

2.  ALL PERIMETER SILT FENCE AND ROCK CONSTRUCTION ENTRANCES
    SHALL BE INSTALLED PRIOR TO CONSTRUCTION.  INSTALL ROCK
    CONSTRUCTION ENTRANCES AT ALL SITE ACCESS POINTS.

3.  ALL EROSION CONTROL MEASURES SHALL BE INSTALLED AND
    MAINTAINED IN ACCORDANCE WITH CITY PERMIT REQUIREMENTS.

4.  THE CONTRACTOR SHALL MAINTAIN ALL EROSION CONTROL MEASURES,
    INCLUDING THE REMOVAL OF ACCUMULATED SILT IN FRONT OF SILT
    FENCES DURING THE DURATION OF THE CONSTRUCTION.

5. THE CONTRACTOR SHALL REMOVE ALL SOILS AND SEDIMENT TRACKED
    ONTO EXISTING STREETS AND PAVED AREAS IN ACCORDANCE WITH CITY
    REQUIREMENTS.

6. IF BLOWING DUST BECOMES A NUISANCE, THE CONTRACTOR SHALL
    APPLY WATER FROM A TANK TRUCK TO ALL CONSTRUCTION AREAS.

7.  ALL DISTURBED AREAS SHALL BE STABILIZED WITH SEED, SOD OR ROCK
    BASE.  REFER TO LANDSCAPE PLANS FOR MATERIALS.

8.  REMOVE ALL EROSION CONTROL MEASURES AFTER VEGETATION IS
    ESTABLISHED.

SITE

NOTE: CURB AND GUTTER SPOT ELEVATIONS REPRESENT GUTTER ELEVATION.

                      
FOR ENVIRONMENTAL IMPACTS REFER TO ENVIRONMENTAL REPORT
AND SOIL BORINGS AVAILABLE FROM OWNER.

BITUMINOUS PAVEMENT

DENOTES CONCRETE WALK & APRON

DENOTES STAMPED CONCRETE PAVEMENT
SEE ARCHITECTS PLANS

PDR SUBMITTAL
SEPTEMBER 27, 2013

PERVIOUS PAVERS
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NOTES
1. HARDWOOD MULCH TYPICAL IN ALL SHRUB AND GROUND COVER AREAS.  EDGER TYPICAL

WHERE PLANTING BEDS INTERFACE WITH LAWN.

2. PLANTING BED EDGER TO BE "COL-MET" METAL EDGER OR EQUAL.  FOLLOW OUTLINE OF
MATURE PLANT SIZE OR BED LINE AS SHOWN ON PLAN.  EASE TRANSITION BETWEEN
CURVES.  LANDSCAPE ARCHITECT TO APPROVE FINAL BED LAYOUT.

3. SOD TYPICAL IN ALL DISTURBED AREAS NOT DESIGNATED TO BE SEEDED OR PLANTED.

4. SEPERATE SPRINKLER ZONES FOR AREAS BETWEEN SIDEWALK AND 2ND STREET NORTH
AND AREA BETWEEN SIDEWALK AND PLYMOUTH AVENUE NORTH.

I hereby certify that this plan,
specification or report was prepared by me

or under my direct supervision and that I
am a duly licensed landscape architect under the

laws of the state of minnesota.

Minnesota license number

09.27.2013James A. Kalkes

45071
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