ON GRADE CONDITION
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MINNEAPOLIS STANDARD o o
GRATE WITH CURB BOX LONGITUDINAL SLOPE 4.00% LONGITUDINAL SLOPE 5.00%

FHWA VISUAL URBAN (HY-22)
FIXED CONDITIONS

PAVEMENT CROSS SLOPE
GUTTER CROSS SLOPE
MANNING'S COEFFICIENT
GUTTER WIDTH (FT)

LOCAL GUTTER DEPRESSION (IN)
GRATE LENGTH, WIDTH (FT)
CURB OPENING LENGTH (FT)
CURB OPENING HEIGHT (IN)
TYPE OF GRATE

(FT)
GUTTER FLOW
(FT)
GUTTER FLOW
(CFS)
CAPTURED FLOW

STREET SPREAD
(FT)
DEPTH @ GUTTER
CAPTURED FLOW
STREET SPREAD
(FT)
DEPTH @ GUTTER
BY-PASS FLOW
(CFS)
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MINNEAPOLIS DESIGN REFERENCE
REFERENCES: MNDOT DRAINAGE MANUAL; SECTION 8.7

FHWA VISUAL URBAN (HY-22) 30F3
URBAN DRAINAGE DESIGN PROGRAMS NOT TO SCALE

MINNEAPOLIS STANDARD
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