GRANULAR FILTER BLANKET@J

SECTION A-A
PLAN VIEW

TABLE OF QUANTITIES - RIPRAP AT RCP OUTLETS

CLASS Il CLASS Il CLASS IV
dsp=6" dsp=9" dsp = 12"

. 6" . 9|| 12||
12 DEPTH 18 DEPTH 24" DEPTH

DEPTH DEPTH
GRANULAR GRANULAR| DEPTH |GRANULAR
RIPRAP 1" FiLTER | RIPRAP (“'cy TER | RIPRAP | FILTER

(CU.YDS) | (cu.yps,) | (CU-YDS) | (cuyDs,) [(CU.YDS)) | (cu.YDS,)
28 1.4 41 2.1 55 2.8

29 1.5 44 22 58 29
3.9 20 5.9 3.0 7.8 3.9
42 21 6.3 32 8.4 42
5.5 28 8.3 42 11.0 55
58 29 8.7 4.4 11.6 58
7.3 37 10.9 55 14.5 7.3
9.2 46 13.8 6.9 18.3 9.2
55 16.3 8.2 217 10.9
6.5 10.4 9.7 258 12.9

@ FOR PIPES GREATER THAN OR EQUAL TO 30"
USE 1.5

(2) GEOTEXTILE FABRIC MAY BE SUBSTITUTED
FOR GRANULAR FILTER UNLESS OTHERWISE
SPECIFIED. FABRIC SHALL COVER THE AREA
OF RIPRAP AND EXTEND UNDER THE CULVERT
NOTES: APRON 3 FT. FABRIC SHALL MEET MNDOT

PIPE SIZES LARGER THAN THOSE SHOWN SPEC. 3733.
REQUIRE A SPECIAL DESIGN.

REQUIREMENTS FOR RIPRAP SIZE, MNDOT SPEC. REF. 3601, 3733
THICKNESS AND FILTER BLANKET MNDOT 3133C
WILL BE DESIGNATED IN THE PLANS. NOT TO SCALE
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