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JOINT DETAIL

L >
LONGITUDINAL SECTION

THICKNESS
OF SOCKET
THICKNESS | /" FCR:OM
OF B'?‘FRRE'- OUTER EDGE

OUTSIDE DIA. Ts

OF BARREL (IN.)

INSIDE AREA
SQ.FT

INSIDE DIA. (IN.)
D
NOMINAL LAYING
LENGTH L
INSIDE DIA. OF
SOCKET 1/2"
ABOVE BASE
Ds

Z
s | &
2,25,3 | 47/8 53/4 7/16 3/8
2,25,3 | 71/16 8 3/16 172 7/16
2,25,3 | 91/4 10 1/2 9/16 1/2
2,25,3
2,25,3 | 1112 12 12 3/4 5/8 9/16
2,25,3 | 133/4 | 145/16 | 151/8 3/4 11/16
3, 4 17 1/16 | 17 3/16 | 18 5/8 15/16 | 7/8
3,4 205/8 | 217/16 | 221/4 11/8 | 11/16
3,4 24 1/8 25 257/8 15/16 | 13/16
3,4 271/2 | 281/2 | 293/8 11/2 | 13/8
3, 4 31 32 1/8 33 111/16{ 1 9/16
3,4 343/8 | 355/8 | 361/2 17/8 | 13/4
3,4 37 5/8 |38 15/16] 397/8 2 113/16
3, 4 403/4 | 421/4 | 431/4 2116 | 17/8
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REFERENCE PLATE ONLY
SEE VITRIFIED CLAY PIPE (SEWR-4007) FOR CURRENT STANDARDS

MINNEAPOLIS CUSTOM; MNDOT SPEC. REF. 3251; NOT TO SCALE

MINNEAPOLIS

DEPARTMENT OF PUBLIC WORKS STANDARD

PLATE
DRAWN: DCD DATE: 12/02 STANDARD STRENGTH CLAY PIPE NO.

SEWR-5009

APPROVED: HRS DATE: 1/07




